A4GEN 50Hz SINGLE-BEARING ALTERNATORS RANGE 4 MGEN
STANDARD SPEC EXTRA OPTIONS
MODEL SPolelaPhascs/SOHZHA0OWPF=0 leads hc?lglizrlg PMG clw | AVR+ for co:cri‘:ns. sz-rli-;g:‘)s
Continous 40°C | Standby 40°C iy AVRt [synchorn.| =, o kit
KW KVA KW KVA

A4G184-20 16 20 18 22 12 | SAE4 NA NA v v
A4G184-31 25 31 27 34 12 | SAE4 NA NA v v
A4G184-35 28 35 31 38 12 SAE4 NA NA v v
A4G224-40 32 40 35 44 6 SAE3 v v v v
A4G224-63 50 63 55 69 6 SAE3 v v v v
A4G224-80 64 80 70 88 6 SAE3 v v v v
A4G224-100 80 100 88 110 6 SAE3 v v v v
A4G274-125 100 125 110 137 6 SAE3 v v v v
A4G274-150 120 150 132 165 6 SAE3 v v v v
A4G274-175 140 175 154 192 6 SAE3 v v v v
A4G274-200 160 200 176 220 6 SAE1 v v v v
A4G274-250 200 250 220 275 6 SAE1 v v v v
A4G314-300 240 300 264 330 6 SAE1 v v v v
A4G314-350 280 350 308 385 6 SAE1 v v v v
A4G314-375 300 375 330 412 6 SAE1 v v v v
A4G314-400 320 400 352 440 6 SAE1 v v v v
A4G354-450 360 450 396 495 6 SAE1 v STD v v
A4G354-500 400 500 440 550 6 SAE1 v STD v v
A4G354-600 480 600 528 660 6 SAE1 v STD v v
A4G354-625 500 625 550 687 6 SAE1 v STD v v
A4G354-675 540 675 594 742 6 SAE1 v STD v v
A4G354-700 560 700 616 770 6 SAE1 v STD v v
A4G354-750 600 750 660 825 6 SAE1 v STD v v
A4G404-800 640 800 704 880 6 SAEQ STD STD v v
A4G404-910 728 910 801 1001 6 SAEQ STD STD v v
A4G404-1000 800 1000 880 1100 6 SAEQ STD STD v v
A4G404-1250 1000 | 1250 | 1100 1375 6 SAEO STD STD v v
A4G404-1500 1200 | 1500 | 1320 1650 6 SAEQ STD STD v v

NA=NOT AVAILABLE; STD=INCLUDED IN THE STANDARD SPEC

PMG system has 300% short-circuit capacity; SELF-EXCITATION system is without short-circuit capacity.

RATING DEFINITION
e Continuous rating S1/40°C IEC 60034-1 definition : Running at constant load limited to the insulation class;
permissible overload 1h every 12 hours.
e Stand-by rating 40°C : Running at constant load without overload, for a limited duration of maximum
500h/year, with a permissible increase of the temperature rise above class H.
POWER DERATING FACTORS

Ambient temperature

Altitude 25°C 40°C 45°C 50°C 55°C 60C(*)

0-1000M 1.05 1 0.97 0.94 0.91 0.88
1001-1500M 1.01 0.97 0.94 0.91 0.88 0.85
1501-2000M 0.98 0.94 0.91 0.88 0.86 0.83
2001-2500M 0.95 0.91 0.88 0.86 0.83 0.8
2501-3000M 0.92 0.88 0.85 0.83 0.8 0.77
3001-3500M 0.89 0.85 0.82 0.8 0.77 0.75
3501-4000M 0.86 0.82 0.8 0.77 0.75 0.72

NOTE: OTHER POWER, CONFIGURATION, SPECS ARE AVAILABLE ON REQUEST
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COST EFFECTIVE 50Hz SINGLE- BEARING BRUSHLESS AC ALTERNATORS
WWW A4GEN. COM. i INFO@A4GEN COM

BRUSHLESS SYNCHRONOUS GENERATOR -4POLE, SINGLE BEARING
AA4GEN SERIES DIMENSIONS (mm) AND WEIGHT (kg)

TYPE NET(kg) GROSS(kg) DIMENSIONS(L*W*H)
A4G184-20 112 138 677*504*620
A4G184-31 143 166 677*504*620
A4G184-35 158 182 747*504*620
A4G224-40 202 230 710*560*830
A4G224-63 241 271 805*560*830
A4G224-80 285 316 845*560*830

A4G224-100 330 362 895*560*830

A4G274-125 394 433 880*650*880

A4G274-150 432 473 970*650*860

A4G274-175 472 513 970*650*880

A4G274-200 512 554 1010*650*880

A4G274-250 631 675 1120*650*880

A4G314-300 741 806 1010*786*1040
A4G314-350 783 850 1010*786*1040
A4G314-375 801 868 1010*786*1040
A4G314-400 875 942 1010*786*1040
A4G354-450 1073 1151 1237*846*1130
A4G354-500 1096 1174 1237*846*1130
A4G354-600 1229 1307 1237*846*1130
A4G354-625 1257 1335 1237*846*1130
A4G354-675 1349 1433 1432*846*1130
A4G354-700 1372 1456 1432*846*1130
A4G354-750 1416 1500 1432*846*1130
A4G404-800 1575 1686 1590*1000*1230
A4G404-910 1693 1807 1680*1000*1230
A4G404-1000 1817 1931 1680*1000*1230
A4G404-1250 2221 2340 1820*1000*1230
A4G404-1500 2480 2602 1910*1000*1230
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